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Papua Flush LED Light 25W, 1900lm, 3000K Polished Chrome/W hite Acrylic, 3yrs
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DATA SHEET

MARKETING INFORMATION

BARCODE

BRIEF DESCRIPTION

CATALOGUE DESCRIPTION

PHYSICAL CHARACTERISTICS

8435153255724

Papua 25W LED Flush
Ceiling Light

3 Light LED Flush Ceiling

COLOUR FINISH Silver

COLOUR FINISH 2 Polished Chrome
COLOUR FINISH 3 White
MECHANICAL SPECIFICATION

ITEM NETT WEIGHT (KG) 4.1kg

LENGTH (MM) 320mm

WIDTH (MM) 770mm

HEIGHT (MM) 145mm

MATERIALS USED

ENERGY SPECIFICATION

Aluminium, Iron, Acrylic

ENERGY CLASS A++to A
LAMP SPECIFICATION
NO: OF LAMP 3

LAMP SOCKET
RECOMMENDED LAMP

MAX WATTAGE LAMP (W)
LAMP INCLUDED

TYPE OF LAMP INCLUDED
COLOUR TEMPERATURE (K)

LED SPECIFICATION

Integral LED
Integral LED

25W

Yes - Integrated
Integrated LED
3000K Warm White

AVERAGE LIFE OF LED (HRS) 30000hrs
TYPE OF LED SMD
OPTICAL SPECIFICATION

SYSTEM FLUX (LM) 1900Im
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ELECTRICAL & SAFETY SPECIFICATION

Class 1 - Earth Connection
Required

VIG, DC:700mA/23-
38.6V/*1pcs

TOTAL POWER CONSUMPTION 25W

PROTECTION CLASS

TRANSFORMER/DRIVER DETAILS

(W)

INPUT VOLTAGE (V) 100-240V~50/60Hz
DIMMABLE No

IP RATING IP20

QUALITY STANDARDS
AVERAGE LIFE (HRS) 25000hrs
WARRANTY (YRS) 3yrs

CARTON INFORMATION
CARTON GROSS WEIGHT (KG) 4.6Kg
NUMBER OF CARTONS 1

OVERVIEW

Simple but emphatic in design, Papua is yet another successfully innovative LED collection by
Mantra. Each fitting is comprised of curved Aluminium bars with 3000K integral LED's encased
in an acrylic diffuser. The pendant ceiling lights suspend these bars at each end allowing you to
create a puppet like effect with the ability to adjust the height of each suspension cable. The
alternating down and uplighter direction of the LEDs illuminates an extended area whilst
emphasising the fixture itself. The range is completed with a rectangular plate with fixed LED
curved bars for the flush ceiling light and a table lamp which is also available with a chrome
spiral base.
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